
5 - D a y  Q u i c k S h i p  P r o g r a m



Cover Photo | Milos Wine Bar, New York City, NY | Photographer: David Handschuh



Page 3Acolyte is a quality division of GENLED Brands™ | www.GENLEDBrands.com | 

5 - D a y  Q u i c k S h i p  P r o g r a m

NEW & IMPROVED 5-DAY QUICKSHIP PROGRAM

Too often, time constraints can force a designer to settle on a lower-quality 

product. The newly updated Acolyte 5-Day QuickShip program means that 

doesn’t have to happen to you.

We know that deadlines can’t wait – especially in this new business environment. 

But you shouldn’t have to sacrifice your lighting design or LED product quality 

for speed. That’s where the Acolyte QuickShip program comes in. We keep a 

healthy inventory of a wide selection of our most popular products so that they 

are available for immediate custom assembly. Our commitment to customer 

satisfaction means we can meet your needs and have your custom fixtures ready 

to ship anywhere across the country within five days.

OUR EXPANDED QUICKSHIP LINE NOW INCLUDES:

•   Static White and RGBW Series 2 RibbonLyte.

•   11 channel options.

•   Power supplies.

•   DMX Wall Controllers and Interfaces.

QUICKSHIP PROGRAM TERMS:

•   A specific PO labeled “QuickShip” is required for QuickShip orders.

•   Orders that contain products not offered in the QuickShip program must be      

     submitted separately.                                            

•   Orders received before 12:00pm EST are counted as Day 1.

•   Orders will ship from our facility within 5 days of Day 1  

     (excluding weekends & holidays).

•   QuickShip orders may not be cancelled at any time.

•   Maximum ordering length of a single item is 250 feet per order.

•   Program terms are in conjunction with Acolyte Standard 

     Terms & Conditions (https://www.genledbrands.com/genled/terms).
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A V A I L A B L E  P R O D U C T S

RGBW SERIES 2
•  4.4 W/ft

    IP20

•  8.8 W/ft 

    IP20

RoHS

STATIC WHITE
•  1.5 W/ft

    IP20 2700K, 3000K, 4000K

•  3.0 W/ft

    IP20 2700K, 3000K, 4000K

•  4.4 W/ft

    IP20 2700K, 3000K, 4000K

•  5.0 W/ft

    IP20 2700K, 3000K, 4000K

•  6.0 W/ft

    IP20 2700K, 3000K, 4000K

R I B B O N L Y T E

AR16
Milky lens

W: 1.1 in. / 28 mm

H: 10.73 in. / 18.69 mm

Inside W: 0.65 in. / 16.4 mm

R E C E S S E D  C H A N N E L S

TITLE 24/JA8

RoHS

90+ CRI

110°

SC3 (mud-in)
Milky lens

Overall W: 2.62 in. / 66.6 mm

Visible W: 0.88 in. / 22.35 mm

H: 0.55 in. / 14 mm

Inside W” 0.69 in. / 17.5

90°
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AC1
Frosted or Milky lens

W: 0.63 in. / 16 mm

H: 0.63 in. / 16 mm

Inside W: 0.49 in. / 12.45 mm

AC3
Frosted and Milky lens options

W: 0.73 in. / 18.54 mm

H: 0.73 in. / 18.54 mm

Inside W: 0.48 in. / 12.19 mm

AC4
Frosted or Milky lens

W: 1.17 in. / 29.72 mm

H: 1.17 in. / 29.72 mm

Inside W: 0.8 in. / 20.32 mm

AC5
Frosted or Milky lens

W: 1.11 in. / 28.19 mm

H: 1.11 in. / 28.19 mm

Inside W: 0.8 in. / 20.32 mm

AS1
Frosted or Milky lens

W: 0.68 in. / 17.2 mm

H: 0.34 in. / 8.6 mm

Inside W: 0.48 in. / 12.2 mm

AS23
Milky lens

W: 0.91 in. / 23 mm

H: 0.99 in. / 25.1 mm

Inside: 0.72 in. / 18.2 mm

AS30
Milky lens

W: 1.31 in. / 33.4 mm

H: 1.17 in. / 29.6 mm

Inside W: 0.7 in. / 17.8 mm

AC2
Frosted or Milky lens

W: 0.59 in. / 15 mm

H: 0.59 in. / 15 mm

Inside W: 0.49 in. / 12.45 mm

AS16
Milky lens option

W: 0.74 in. / 18.8 mm

H: 0.73 in. / 18.6 mm

Inside W: 0.65 in. / 16.4 mm

S U R F A C E  M O U N T E D  C H A N N E L S

CUSTOMER
SUPPORT

TRACKED
SHIPMENTS

PROMPT
DELIVERY
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NON-DIMMING ELECTRONIC
•  96W (UL Listed)

ELV/MLV DIMMABLE
•  96W (UL Listed)

5-ZONE DMX
WALL CONTROLLER

10-ZONE DMX
WALL CONTROLLER

5-CHANNEL WATERPROOF
DMX INTERFACE

0-10V DIMMABLE
•  96W

•  288W

P O W E R  S U P P L I E S

IP65

RoHS

RoHS

C O N T R O L L E R S

4 ZONE GLASS TOUCH
WALL CONTROLLERS

RoHS

RoHS

RoHS

UL WET LOCATION



T R A N S I T  M A P

+1 212.629.6830 x 300
SalesSupport@GENLEDBrands.com

+1 212.629.6830 x 304
CustomerService@GENLEDBrands.com

+1 212.629.6830 x 301
Tech@GENLEDBrands.com

PRICING &
SALES SUPPORT

CUSTOMER
SERVICE

TECHNICAL
SUPPORT

instagram.com/acolyte_led

facebook.com/acolyteled

twitter.com/acolyteled

linkedin.com/company/genledacolyte
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MEINA SALES HQ

Middle East, India, Africa

PO Box 371378, #823, Building 4EA

Dubai Airport Free Zone, Dubai, UAE

T: (+971) 4 701 7901

E: SalesMEINA@genledbrands.com

CONNECT WITH US 

Stay informed about our industry-leading product 

and service updates, recent installations and more! 

www.GENLEDBrands.com 

AcolyteLED.com 

AgiLight.com

GLOBAL HQ & AMERICAN SALES

U.S., Canada, Central and South America

320 Murray Hill Pkwy

East Rutherford, NJ 07073

T: (+1) 212 629 6830

E: Sales-US@GENLEDBrands.com

EUROPEAN SALES HQ

With offices in Netherlands, UK, Italy, Germany

Dali Building

Herikerbergweg 286, 8th Floor

1101 CT Amsterdam, The Netherlands

T: (+31) 85 208 6093

E: SalesEurope@GENLEDBrands.com

ASIA-PACIFIC SALES HQ

With offices in Shenzhen, Shanghai,
Singapore, Australia

Room 310-311, Building 8A-2,

Dezhigao Science Innovation Park, Zone 72

Xin’An Street,

Bao’An, Shenzhen,

China

Sales: (+86) 139 1836 3905

Office: (+86) 755 8529 0710

E: Sales-Pacific@GENLEDBrands.com


